
Cable
Protection

PMA



Order Example

I-PCLT-17S/B
Color black (B)
or gray (S)
Nominal Width
Profile G or T
Series

Order Example

I-PACO-14B
Color black (B) 
Nominal Width
Series
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PMAFLEX PCL - very flexible, medium wall corrugated conduits  

11.5
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PACO - divisible corrugated protection conduit, flexible

11.4

Temperature range: 

-50°C to 105°C, for a short time up to 150°C

Material: 

PA 6, modified, halogen-free

Fire behavior, UL 94: 

V2, self-extinguishing

Special characteristics: 

High impact strength also at low temperatures

Special approvals:

E 80294 / 227-1 (NW 23/29/36)

Resistant to:

Drilling, cutting, machine, apparatus, hydraulic, and lubri-

cating oils, emulsifying agents, electrical discharge machining

fluids, solvents and fuels (general oils up to +100°C)

Applications:

General mechanical engineering

! I-PCLT/PCLG - 
is suitable for static use only!

Profile T Profile G 

Part No. NW Profile Suitable for Suitable for Ø d1 Ø d2 R static Packing

[mm] PMAFIX PMAFIX [mm] [mm] [mm] unit

PG M

I-PCLT-07B 07 T 07 – 6.2 10.0 15 50

I-PCLT-10B 10 T 09 M12 9.6 13.0 20 50

I-PCLT-12B 12 T 11 M16 12.0 15.8 30 50

I-PCLT-17B 17 T 16 M20 16.2 21.2 40 50

I-PCLG-23B 23 G 23 M25 21.9 28.5 45 50

I-PCLG-29B 29 G 29 M32 27.6 34.5 55 50

I-PCLG-36B 36 G 36 M40 36.0 42.5 60 30

I-PCLG-48B 48 G 48 M50 47.0 54.5 70 30

I-PCLG-56B 56 G PMAGRIP PMAGRIP 56.3 67.2 130 30

I-PCLG-70B 70 G PMAGRIP PMAGRIP 67.5 80.0 160 30

I-PCLG-95B 95 G PMAGRIP PMAGRIP 91.5 106.0 210 30

I-PCLG-125B 125 G PMAGRIP PMAGRIP 126.5 146.5 450 6

"S" (I-PCLx-xxS.xx) for gray Color

Temperature range:

–40 °C to +100 °C, for a short time up to 130°C

Material:

PA6, modified, halogen-free

Resistant to:

Drilling, cutting, machine, apparatus, hydraulic, and

lubricating oils, emulsifying agents, electrical discharge

machining fluids, solvents and fuels (general oils up to

+100°C)

Applications:

Automotive industry, mechanical engineering, electrical

industry

! I-PACO - 
is suitable for static use only!

Part No. Ø d1 Ø d2 R static NW Suitable Packing

(black) [mm] [mm] [mm] [mm] for PG unit

I-PACO-10B 8,9 13,6 55 10 09, 50

I-PACO-14B 12,9 18,7 75 14 13,5 50

I-PACO-20B 19,8 25,9 105 20 21 50

I-PACO-23B 23,7 31,3 125 23 29 50

I-PACO-37B 31,7 41,9 170 37 29 25

I-PACO-45B 43,1 54,2 170 45 – 25

As of 1 January 2003, only complete packaging units are available upon request. As of 1 January 2003, only complete packaging units are available upon request.



Standard 
Corrugated
Conduits  

PMAFIX - Order Example

XXXX-10 07 07 XX
NW (A)
NW (B)
NW (C)
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11.19
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11.18

PMAFIX - connectors and accessoriesPMAFLEX - corrugated conduits and accessories

PMAFIX - Distribution Piece

Standard 
Corrugated
Conduits  

Products PCL PA6 CYL PA6 VOH PA6 PIS PA12 FH
Tube size: Very flexible, Very flexible, Flexible, Highly flexible PMACLIP - 

metric width medium wall medium wall very heavy medium wall one-piece 

[mm] corrugated conduits corrugated conduits corrugated conduits corrugated conduits system support 

10 07 PCLT-07* – CYLT-07* – VDHD-07* – PIST-07* – *FH-07-0

12 10 PCLT-10* – CYLT-10* – VOHD-10* – PIST-10* – *FH-10-0

16 12 PCLT-12* – CYLT-12* – VOHD-12* – PIST-12* – *FH-12-0

20 17 PCLT-17* – CYLT-17* – - VOHG-17* PIST-17* PISG-17* *FH-17-0

25 23 PCLT-23* PCLG-23* CYLT-23* CYLG-23* – VOHG-23* PIST-23* PISG-23* *FH-21-0

32 29 PCLT-29* PCLG-29* CYLT-29* CYLG-29* – VOHG-29* PIST-29* PISG-29* *FH-29-0

40 36 PCLT-36* PCLG-36* CYLT-36* CYLG-36* – VOHG-36* PIST-36* PISG-36* *FH-36-0

50 48 PCLT-48 PCLG-48* CYLT-48* CYLG-48* – VOHG-48* PIST-48* PISG-48* *FH-48-0

* = replaced by "B" for black or "S" for gray T or D =  fine profile G =  coarse profile

Products PCL PA6 CYL PA6 VOH PA6 PIS PA12 FH
Tube size: Very flexible, Very flexible, Flexible, Highly flexible PMACLIP - 

metric width medium wall medium wall very heavy medium wall one-piece 

[mm] corrugated conduits corrugated conduits corrugated conduits corrugated conduits system support 

10 07 PCLT-07* – CYLT-07* – VOHD-07* – PIST-07* – *FH-07-0

12 10 PCLT-10* – CYLT-10* – VOHD-10* – PIST-10* – *FH-10-0

16 12 PCLT-10* – CYLT-12* – VOHD-12* – PIST-12* – *FH-12-0

20 17 PCLT-17* – CYLT-17* – – VOHG-17* PIST-17* PISG-17* *FH-17-0

25 23 PCLT-23* PCLG-23* CYLT-23* CYLG-23* – VOHG-23* PIST-23* PISG-23* *FH-21-0

32 29 PCLT-29* PCLG-29* CYLT-29* CYLG-29* – VOHG-29* PIST-29* PISG-29* *FH-29-0

40 36 PCLT-36* PCLG-36* CYLT-36* CYLG-36* – VOHG-36* PIST-36* PISG-36* *FH-36-0

50 48 PCLT-48* PCLG-48* CYLT-48* CYLG-48* – VOHG-48* PIST-48* PISG-48* *FH-48-0

* = replaced by "B" for black or "S" for gray T or D =  fine profile G =  coarse profile

JUMBO
Corrugated
Conduits  
PMAGRIP
Products PCLG PA6 PIHG PA12 BGG BGO SGS
Tube size: Very flexible, Highly flexible PMAGRIP- PMAGRIP- PMAGRIP- 

Width medium wall medium wall  straight 90° angle tube clamps

[mm] corrugated conduits corrugated conduits

56 PCLG-56* PIHG-56* *GG-56 – SGS-56

70 PCLG-70* PIGHG-70* *GG-70 *GO-70 SGS-70

95 PCLG-95* PIHG-95* *GG-95 *GO-95 SGS-95

125 PCLG-125* PIHG-125* *GG-125 – SGS-125

* = replaced by "B" for black or "S" for gray T or D =  fine profile G =  coarse profile

PMAFIX

Products IP66 - VN IP66 - VA IP66 - VW IP66 - VB IP68 - VNZ MN
Thread PMAFIX PMAFIX PMAFIX PMAFIX Straight with PMA

Typ straight 45° angle 90° angle 90° elbow strain relief hexagonal 

angle lock nuts

M12x1,5 *VND-M12MGT – *VWD-M12MGT – – *MN-M12

M12x1,5 *VND-M120GT *VAD-M120GT *VWD-M120GT – – *MN-M12

M16x1,5 *VND-M162GT *VAD-M162GT *VWD-M162GT – *VNZ-M162S *MN-M16

M20x1,5 *VND-M207GT *VAD-M207GT *VWD-M207GT *VBD-M207GT *VNZ-M207S *MN-M20

M25x1,5 *VND-M253GT *VAD-M253GT *VWD-M253GT *VBD-M253GT *VNZ-M253S *MN-M25

M32x1,5 *VND-M329GT *VAD-M329GT *VWD-M329GT *VBD-M329GT *VNZ-M329S *MN-M32

M40x1,5 *VND-M406GT *VAD-M406GT *VWD-M406GT *VBD-M406GT *VNZ-M406S *MN-M40

M50x1,5 *VND-M508GT *VAD-M508GT *VWD-M508GT *VBD-M508GT *VNZ-M508S *MN-M50

* = replaced by "B" for black or "S" for gray 

PMAFIX

Products IP66 - VOD IP66 - VY IP66 - FT/VT IP66 - FV SGB
Tube size: PMAFIX PMAFIX PMAFIX PMAFIX PMAFIX- 

metric width flange 90° Y-distribution T-distribution V-distribution tube clamps

[mm] piece piece piece

10 07 – – – – SGB-07

12 10 – *VYD-100707GT *FTD-101010GT *FVD-100707GT SGB-09

16 12 – *VYD-121010GT *FTD-121212GT *FVD-121010GT SGB-11

20 17 *VOD-P167GT *VYD-171212GT *FTD-171717GT *FVD-171212GT SGB-16

25 23 *VOD-P213GT *VYD-231717GT *VTD-232323GT *FVD-231717GT SGB-21

32 29 *VOD-P299GT *VYD-292323GT *FTD-292929GT – SGB-29

40 36 *VOD-P366GT *VYD-362929GT *VTD-363636GT – SGB-36

50 48 *VOD-P488GT *VYD-483636GT – – SGB-48

* = replaced by "B" for black or "S" for gray 

N
W

 (A
)

NW (A) NW (A)

NW (B)

NW (B) NW (B)

NW (C)

NW (C) NW (C)


